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BEACON 1

CUSTOMER IN

TB2

BEACON 2

Beacon 1 - POSITIVE

1Hz

- (B1)

FACTORY SETTING FOR FLIP FLOP SOFTWARE MODE

BEACON 1 WILL BE SET TO 1Hz &

Finish: Epoxy Power Coat RAL 3000 (Semi Gloss)

of phase)
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+(B2)+(B1)

Beacon 1& 2 - NEGATIVE (COMMON)

+(B2)

+(B1)

-(B1)

Beacon 2 - POSITIVE
+ (B2)

BEACON 2 WILL BE SET TO FLIP FLOP MODE (1Hz - 500μs out 

1-OFF Clear B2 Beacon - Beacon 1
1-OFF Red B2 Beacon - Beacon 2
24V DC 
Brass Stopping Plugs
Beacon Guard - Grade 304 Stainless Steel 
ATEx/IECEx Approved - Beacons
SW4926v1.10 Flip Flop Software
As special flip flop software is loaded on these beacons, stage 2 is no longer 
availabe, to function as it would on a beacon with standard software
Housing & Plate - RED

Holes 6 off Mounting Holes 7.0mm Dia.
Mouting Plate Material: 2.0mm Stainless Steel 

FLIP FLOP

WIRING INTO BEACON 1

M20 CABLE ENTRY
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Beacon 1, Beacon 2 (-)

Beacon 2 (+)


