








Annex 1 to ExTR NL/KEM/ExTR10.0032/02 
Annex 1 to Certificate of Conformity IECEx KEM 10.0024X, issue 2 
 

 Page 1 of 1 
 Form 124 
 Version 2 (2013-07) 

DEKRA Certification B.V.  Meander 1051, 6825 MJ Arnhem  P.O. Box 5185, 6802 ED Arnhem  The Netherlands 
T +31 88 9683000  F +31 88 9683100  www.dekra-certification.com  Registered Arnhem 09085396 

Electrical data 
 
Beacon type  Supply voltage Voltage range Supply current 

BExCBG05-05D, 
BExCBG05-05D-P 

12 / 24 / 48 Vdc or  
115 / 230 Vac 

- 750 / 300 / 180 mA or 
140 / 55 mA 

BExCBGL2-L2D 
24 Vdc or  
115 / 230 Vac 

18-54 Vdc or 
103.5-126 Vac / 207-253 Vac 

480 mA or  
170 / 96 mA 

BExCBGL2-05D 
24 / 48 Vdc or  
115 / 230 Vac 

20-28 Vdc / 42-54 Vdc or 
103.5-126 Vac / 207-253 Vac 

520 / 283 mA or 
170 / 89 mA 

 
Marking 
 

The relation between the double beacon, the ambient temperature range and the marking for gas and dust 
applications is given in the tables below.  

GAS 

Ambient temp. range -50 °C to +40 °C -50 °C to +55 °C -50 °C to +70 °C 

BExCBG05-05D  Ex d IIB T5 Gb Ex d IIB T4 Gb 

BExCBG05-05D-P   Ex d IIB T4 Gb 

BExCBGL2-L2D  Ex d IIB T6 Gb Ex d IIB T5 Gb 

BExCBGL2-05D Ex d IIB T5 Gb  Ex d IIB T4 Gb 

 

DUST 

Ambient temp. range -50 °C to +40 °C -50 °C to 55 °C -50 °C to 70 °C 

BExCBG05-05D  Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 

BExCBG05-05D-P  Ex tb IIIC T115 °C Db Ex tb IIIC T130 °C Db 

BExCBGL2-L2D Ex tb IIIC T65 °C Db Ex tb IIIC T80 °C Db Ex tb IIIC T95 °C Db 

BExCBGL2-05D Ex tb IIIC T95 °C Db Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
 


