
PS 30 and PS 120  
Main Power Supplies 

Sabik’s Power Supplies are products 
specially designed to give good 
protection for lanterns.

The range includes two  
different sizes 30 VA and  
120 VA, both installed in 
polycarbonate enclosures.

•  Two different sizes available 30W 
and 120W 

•  Input voltage 100-240VAC output 
12VDC (optionally 24VDC)

•  Equipped with current and over 
voltage protection

•  Enclosure suitable both for indoor 
and outdoor use

•  Enclosure equipped with two M20 
cable glands

Main Technical Specification

Type/Order Code PS 30                                               PS 120

Input Voltage 100 – 240 VAC   100 – 240 VAC  

Output Voltage 12 VDC (optionally 24 VDC)   12 VDC (optionally 24 VDC)  

Max Output Power 30 W                                                120 W

Enclosure Polycarbonate color RAL 7035 Polycarbonate color RAL 7035

Weight 2,1 kg 2.5 kg

Size of enclosure (WxLxD) 

mm
160x240x121 175x250x150

Degree of protection IP 66 IP 66

UPS 12  
Uninterruptible  
Power Supply 

Uninterruptible Power Supply 
installed together with lead batteries 
(gel, AGM or vent) is a solution to give 
a back up for the lantern if the mains 
power fails. The UPS unit is installed 
in a polycarbonate enclosure.

•   Enclosure equipped with a 
sophisticated battery charger

•   Suitable for battery sizes 25-150 Ah

•  Input voltage 180-250VAC 

•   Output voltage 12VDC  
(optionally 24VDC)

•   Equipped with current and over 
voltage protection

•   Enclosure suitable both for indoor 
and outdoor use

Incoming/Outgoing cables
M20 cable glands

Incoming/Outgoing cables
M20 cable glands

Connection 
Screwless terminals

Connection 
Screwless terminals

Enclosure 
Equipped with hinges  
and latches

PS 120 
120VA power supply

Main Technical Specification

Input Voltage 180 – 250 VAC

Output Voltage 12 VDC (optionally 24 VDC)

Total charge current 10 A (6A/24 VDC)

Max Output Power 120 W

Enclosure Polycarbonate color RAL 7035

Weight  4,5 kg                            

Size of enclosure (WxLxD) mm 300x300x130

Degree of protection  IP 66
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