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E2S22D  ø22mm Buzzers & Pilot Lights
The E2S-22D range includes buzzers, combination units and pilot lights 
featuring super bright multichip L.E.Ds. Ingress protection to IP65, low 
current consumption and unsurpassed reliability under extreme conditions
are all standard features of the E2S-22D range.

The range utilises screw terminals with wire guards for ease of installation and the ability to daisy chain the lights 

into an array.

Pilot Light: Red
E2S22D12VR 12V ac/dc <80mA 12-chips Super-Bright

E2S22D24VR 24V ac/dc <80mA 12-chips Super-Bright

E2S22D48VR 48V ac/dc <20mA 12-chips Super-Bright

E2S22D130VR 110-130V ac/dc 25mA Max 12-chips Super-Bright

E2S22D230VR 230V ac 25mA Max 12-chips Super-Bright

Pilot Light: Amber
E2S22D12VA 12V ac/dc <80mA 12-chips Super-Bright

E2S22D24VA 24V ac/dc <80mA 12-chips Super-Bright

E2S22D48VA 48V ac/dc <20mA 12-chips Super-Bright

E2S22D130VA 110-130V ac/dc 25mA Max 12-chips Super-Bright

E2S22D230VA 230V ac 25mA Max 12-chips Super-Bright

Pilot Light: Green
E2S22D12VG 12V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D24VG 24V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D48VG 48V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D130VG 110-130V ac/dc 25mA Max 1-chip InGAN Ultra Super-Bright

E2S22D230VG 230V ac 25mA Max 1-chip InGAN Ultra Super-Bright

Pilot Light: Blue
E2S22D12VB 12V ac/dc <20mA 2-chip InGAN Ultra Super-Bright

E2S22D24VB 24V ac/dc <20mA 2-chip InGAN Ultra Super-Bright

E2S22D48VB 48V ac/dc <20mA 2-chip InGAN Ultra Super-Bright

E2S22D130VB 110-130V ac/dc 25mA Max 2-chip InGAN Ultra Super-Bright

E2S22D230VB 230V ac 25mA Max 2-chip InGAN Ultra Super-Bright

Pilot Light: White
E2S22D12VW 12V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D24VW 24V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D48VW 48V ac/dc <20mA 1-chip InGAN Ultra Super-Bright

E2S22D130VW 110-130V ac/dc 25mA Max 1-chip InGAN Ultra Super-Bright

E2S22D230VW 230V ac 25mA Max 1-chip InGAN Ultra Super-Bright



E2S Datasheet 2.2.1 v10a

E2S, Impress House, Mansell Road, London, UK, W3 7QH  Telephone +44 20 8743 8880  www.e2s.com
No liability is accepted for any consequence of the use of this document. The technical specification of this unit is subject to change without notice due to our policy 
of continual product development. All dimensions are approximate. This unit is sold subject to our standard conditions of sale, a copy of which is available on request.

Buzzer:
E2S22DBZ 
80 db at 10cm; 
Current : 15-30mA; 

Flashing pilot light:
E2S22DFS 
Flash Rate: 2Hz; 
Current : 15-30mA; 

Combination:
E2S22DBF
80 db at 10 cm; 
Current : 18-80mA; 

 

Pilot lights: 
E2S22D
Low voltage DC/AC: 
Current : 20-80mA; 
High voltage DC/AC: 
Current : 18-25mA; 

Buzzer: 80dB @ 10cm Current: 15-30mA
E2S22DBZ24V 24V dc/ac Buzzer

E2S22DBZ48V 48V dc/ac Buzzer

E2S22DBZ130V 110-130V ac/dc Buzzer

E2S22DBZ230V 230V ac Buzzer

Flashing Pilot Light: Flash rate: 2Hz Current: 15-30mA
E2S22DFS24V 24V ac/dc 2x LED Red

E2S22DFS48V 48V ac/dc 2x LED Red

E2S22DFS130V 110-130V ac/dc 2x LED Red

E2S22DFS230V 230V ac 2x LED Red

Combination: 80dB @ 10cm With Red LED
E2S22DBF24V 24V ac/dc Buzzer & 2x LED Red Io: 20-80mA

E2S22DBF48V 48V ac/dc Buzzer & 2x LED Red Io: 20-80mA

E2S22DBF130V 110-130V ac/dc Buzzer & 2x LED Red Io: 18-30mA

E2S22DBF230V 230V ac Buzzer & 2x LED Red Io: 18-30mA

E2S22DMT Mounting Tool for E2S-22D LED Pilot Lights
E2S22DLBHF25X18 E2S-22D Label holder 25x18mm

E2S22DLBHF25X10 E2S-22D Label holder 25x10mm

34.00 mm

22.00 mm51.50 mm

Panel Cut-out
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