
Professional safety helmet torches

ZONE 0 GAS
ZONE 20 DUST



Robust, reliable and ultralight, the L5Power can be 
mounted on the most common firefighter helmets. 
Certified ATEX ZONE 0 to be used in the most 
dangerous areas and confined spaces, the torch 
combines a photoluminescent bezel with a visible 
red LED on the tail, to ease the user localization in the 
darkest environment.

 Functional Features
ATEX:  II 1 G Ex ia IIC T4 Ga 

II 1 D Ex ia IIIC T85º C Da

Ingress protection: IP67

Weight:  Rechargeable model: 125 gr.  
(battery included) 
Alkaline model: 145 gr.  
(AAA batteries included)

Measure: 150 x 38 x 44 mm. 
Burning time:  Rechargeable model: 4 h 

Alkaline model:  up to 30 hours

Torch body material: Thermoplastic resin with high 
resistance to the impacts, extreme temperatures and 
corrosive substances

Lighting source: 150 lumens

On/Off switch: Push button switch of soft touch material, 
placed on the side to guarantee easy finding and pushing 
with gloves

2 MODELS AVAILABLE

3 CHARGERS AVAILABLE OF 1, 3 AND 5 POSITIONS
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ATEX 
Zone 0

Photoluminescent bezel 
High visibility

White LED  
High Intensity

First pulsation

White and red LED ON

Second pulsation

Red LED OFF

Third pulsation

White LED OFF

FunctionsMain Features

Thermoplastic resin torch body 
High resistance

Antistatic 
Material

High  
Ingress protection

Red LED  
(blinks every 5 seconds)

4 AAA alkaline 
(included)

ADARO Tecnología, S.A.
Parque Científico y Tecnológico de Gijón

-EDIFICIO ADARO-
33203 GIJÓN-ASTURIAS

Customer Service: 
Tel.: + 34 985 347 806
Fax: +34 985 358 378
info@adalit.com

Rechargeable battery 
Li-ion / 3,7 V (included)


