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POINT LIGHTING 

SPECIFICATION GUIDANCE 

PRODUCT MOUNTING DETAILS 

HELIDECK PERIMETER LIGHT 	H13 

1- POINT ROLLOVER LIGHT 	
LED: 

PRL-977D4-XC-X-PL5-MT 
1- SURFACE MOUNTED 	 PRL-877O4-XC-X-AX-PL5 

PRL-977D4-XC-X-EX-PLS 
1- PLO MOUNTED 	 AVAILABLE IN LEO ONLY 

1- RIGID CONDUIT ENT R 

INCHES (,,.,) 

/7 
TOP VIEW 

25 (260) DIA 
LT CIRCLE 

HELIDECK PERIMETER LIGHT 	H14 

1- 	POINT HELIDECK LIGHT LED: 
1- 	LOW PROFILE SURFACE MOUNT PRL-97004-XC-X-LSM-MT 

1- 	LSM SURFACE BASE 
PRL-07004-XC-X-AX-LSM 
PRL-97004-XC-X-EX-LSM 

1- 	EXPOSED CABLE OR 

RIGID CONDUIT ENT 

INCHES 

 
TOP VIEW OUTSIDE DIA 

12.0 (305) 
OUTSIDE DIA 

PREFAB MD 

5 (248) DIA 
.T CIRCLE 
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PLS-4-0304 
SHALLOW BASE 

SO (202) DIN 

BASE DEPTH: 4 (1022 

TYPICAL ENTRY: 
RIGID STEEL 
CONDUIT 

75 (146) 

TYPICAL ENTRY: 
RIGID STEEL 
CONDUIT .- 

MENT DR 
IECK GRADE 

TYPICAL ENTRY: 

LSM BASE 
EXPOSED CABLE 

6.0 203) 114 	

CABLE 

OPTION -CF: 
CABLE FIT1INCO 
OPTION -CF2: 
TWO CABLE ENTRIES 

Hi5 

HELIPORT PERIMETER LIGHT 

4- 	LOW PROFILE PEL INCANDESCENT: 

4- 	RIGID MOUNT PEL-50000-X-XXA-JBP3 

1- PARAPET WALL MOUNTED LED: 

4- EXPOSED CABLE OR 
EL-57004-XX-X-JBP3 

 
P 

RIGID CONDUIT ENTRY 

OVERALL HEIGHT: 
8.0 (203) 
INGHTH (nirnI 

TOP OF WALL *FROM WALE 

I 

TYPICAL ENTRY: TYPICAL ENTRY:  
EXPOSED CABLE RIGID STEEL CONDUIT 

OPTION -CF: 
CABLE FITTING 
OPTION -CF2: ' 	

OPTION -JBP3: 
-PARAPE1 JUNCTION 

TWO CABLE ENTRIES BOX AND COVER 

HELIDECK PERIMETER LIGHT 	Hi 6 

1- 	POINT ROLLOVER LIGHT LED: 

1- 	SURFACE MOUNTED 
PRL-97704-XC-X-EX 

1- 	EXPOSED CABLE nAYHILASLE IN LED ONLY 

INCHED (mm) 

TOP VIEW k uo  
12.0 (300) 
OUTSIDE DIA 1l)25 (260) DIA 

BOLT CIRCLE 

APPROAED CANNEETON METHOD BY OTHERS 	 DIAMETER  




