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Electrical data 
 
Beacon type  Supply voltage Voltage range Supply current ..-SIL types 

BExBG05D(-SIL) 
BExBG05D-P(-SIL) 

12 / 24 / 48 Vdc or  
115 / 230 Vac - 750 / 300 / 180 mA or 

140 / 55 mA 24 Vdc – 325 mA 

BExBG10D(-SIL) 
BExBG10D-P(-SIL) 

12 / 24 / 48 Vdc or  
115 / 230 Vac - 

1.45 A / 660 mA / 340 
mA or 
250 / 110 mA 

24 Vdc – 685 mA 

BExBG15D(-SIL) 
BExBG15D-P(-SIL) 

24 / 48 Vdc or  
115 / 230 Vac - 860 / 480 mA or 

360 / 170 mA 24 Vdc – 885 mA 

BExTBG05D, 
BExTBG05D-P 115 / 230 Vac - 140 / 55 mA N/A 

BExBGL1D 
10-50 Vdc or  
10-35 Vac or 
115 / 230 Vac 

- 
400 mA (24 Vdc) or  
812 mA (20 Vac) or  
135 / 65 mA 

N/A 

BExBG21D, 
BExBG21D-P 

24 / 48 Vdc or  
115 / 230 Vac - 1.2 A / 600 mA or  

560 / 280 mA N/A 

BExBGL2D 24 Vdc or  
115 / 230 Vac 

18-54 Vdc or 
103.5-126 Vac / 
207-253 Vac 

240 mA or 
85 mA / 48 mA N/A 

 
Marking 
 
The relation between the electronic beacons, the ambient temperature range and the marking for gas and 
dust applications is given in the tables below.  
 

GAS 
Ambient temp. -50 °C to  

+40 °C 
-50 °C to  
+45 °C 

-50 °C to  
+50 °C 

-50 °C to  
+55 °C 

-50 °C to  
+60 °C 

-50 °C to  
+70 °C 

BExBG05D(-SIL) Ex d IIC T6 
Gb 

  Ex d IIC T5 
Gb 

 Ex d IIC T4 
Gb 

BExBG10D(-SIL) Ex d IIC T5 
Gb 

    Ex d IIC T4 
Gb 

BExBG15D(-SIL) Ex d IIC T5 
Gb 

    Ex d IIC T4 
Gb 

BExBG21D    Ex d IIC T4 
Gb 

 Ex d IIC T3 
Gb 

BExTBG05D Ex d IIC T6 
Gb 

  Ex d IIC T5 
Gb 

 Ex d IIC T4 
Gb 

BExBGL1D Ex d IIC T5 
Gb 

    Ex d IIC T4 
Gb 

BExBG05D-P(-SIL)  Ex d IIC T5 
Gb 

   Ex d IIC T4 
Gb 

BExBG10D-P(-SIL)   Ex d IIC T4 
Gb 

  Ex d IIC T4 
Gb 

BExBG15D-P(-SIL)   Ex d IIC T4 
Gb 

  Ex d IIC T3 
Gb 
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GAS 
Ambient temp. -50 °C to  

+40 °C 
-50 °C to  
+45 °C 

-50 °C to  
+50 °C 

-50 °C to  
+55 °C 

-50 °C to  
+60 °C 

-50 °C to  
+70 °C 

BExBG21D-P      Ex d IIC T3 
Gb 

BExTBG05D-P  Ex d IIC T5 
Gb 

   Ex d IIC T4 
Gb 

BExBGL2D     Ex d IIC T6 
Gb 

Ex d IIC T5 
Gb 

 
DUST 

Ambient temp. -50 °C to + 40 °C -50 °C to +55 °C -50 °C to +70 °C 
BExBG05D(-SIL) Ex tb IIIC T85 °C Db Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExBG10D(-SIL) Ex tb IIIC T95 °C Db Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExBG15D(-SIL) Ex tb IIIC T95 °C Db Ex tb IIIC T110 °C Db Ex tb IIIC T125 °C Db 
BExBG21D  Ex tb IIIC T135 °C Db Ex tb IIIC T200 °C Db 
BExTBG05D Ex tb IIIC T85 °C Db Ex tb IIIC T100 °C Db Ex tb IIIC T115 °C Db 
BExBGL1D Ex tb IIIC T95 °C Db Ex tb IIIC T105 °C Db Ex tb IIIC T120 °C Db 
BExBG05D-P(-SIL) Ex tb IIIC T90 °C Db Ex tb IIIC T105 °C Db Ex tb IIIC T120 °C Db 
BExBG10D-P(-SIL) Ex tb IIIC T120 °C Db Ex tb IIIC T135 °C Db Ex tb IIIC T150 °C Db 
BExBG15D-P(-SIL) Ex tb IIIC T120 °C Db Ex tb IIIC T135 °C Db Ex tb IIIC T150 °C Db 
BExBG21D-P Ex tb IIIC T150 °C Db Ex tb IIIC T165 °C Db Ex tb IIIC T180 °C Db 
BExTBG05D-P Ex tb IIIC T90 °C Db Ex tb IIIC T105 °C Db Ex tb IIIC T120 °C Db 
BExBGL2D Ex tb IIIC T60 °C Db Ex tb IIIC T75 °C Db Ex tb IIIC T90 °C Db 
 


